
0000 

 155 cm

Type 2

T2198

Fluoscrim

15
years warranty



your guide to coated fabrics

Go to sioline.com for more information. 
 Fabriekstraat 23 - 8850 Ardooie - Belgium  
+32 (0) 51 740 900 - info@sioline.com - sioline.com

 All our technical characteristics are indicative. Please note that all information given in this document is 
intended to be useful and informative and is correct to the best of our knowledge at time of print. No liability can 
be accepted for inaccuracies or omissions. All Sioline products comply with the Reach Regulation 1907/2006/CE.  
Last modified: 22 januari 2024 11:42 a.m..

Produced in Belgium & France in ISO 9001:2015 certified plants

Registration, 
Evaluation, 
Authorization  
and restriction 
of CHemicals

Recyclable fabric 
Recycelbare Textilien 
Textiles recyclables
Productos reciclables 
Recycleerbaar textiel

C
A

T0
50

0
5I

N
T2

41

Visit our website  
sioentensilearchitecture.com
Besuchen Sie unsere Website // Visitez notre site web //  
Visite nuestro sitio web // Bezoek onze website

Technical specifications

 Technische Daten  // Données techniques  //  
Datos técnicos  // Technische specificaties

Fluoscrim

T2198

Total Weight - DIN ISO 2286/2:1998
Gesamtgewicht - Poids total -  
Peso total - Totaal gewicht

850 g/m2

Composition
Zusammensetzung - Composition - 
Composición - Samenstelling 

Glass fibre mesh laminated with 
PVDF films

Openness Factor - DIN 5036 
Faktor der Offenheit // Facteur d’ouverture // 
Factor de apertura // Openheidsfactor

50 %

Fabric (Warp / Weft) - DIN ISO 2060:1994
Gewebe // Tissu // Tejido // Weefsel

Glass fibre, 42 dtex
Glass fibre, 10,5 dtex

Tensile Strength (Warp / Weft)
NBN EN ISO 1421_2017
Höchstzugkraft // Résistance rupture //  
Resistencia a la tracción // Treksterkte

4500 N/5cm
4500 N/5cm

Tear Strength (Warp / Weft)
 DIN 53363:2003
Weiterreisskraft // Résistance à la déchirure // 
Resistencia al desgarro // Scheurweerstand

800 N 
800 N

Adhesion  - ISO 2411:2017
Haftung // Adhérence // Adhesión // Hechting

160 N/5cm

Solar values
Sonnenwerte // Valeurs solaires //
Valores solares // Zonnewaarden

Visible light transmission (Tv): 51 %
UV-transmission: 38 %

Reaction to Fire -  EN 13501-1:2018
Reaktion auf Feuer // Réaction au feu //  
Reacción al fuego // Reactie op vuur

B-s1,d0

Microorganism resistance - ISO 846-A
Mikroorganismen Widerstand //  
Résistance aux micro-organismes //  
Resistencia a microorganismos //  
Weerstand tegen micro-organismen

Degree 0, excellent

Warranty
Gewährleistung // Garantie // Garantía // 
Garantie

15 years

Vorteile // Avantages // Ventajas // Voordelen

Flame retardant
Flammhemmend
Ignifuge
Ignífugo
Vlamvertragend

Advantages

Low wick

50% translucence
Hoche Lichtdurchlässigkeit
Très transparent
Alta translucidez
Heel transparant

PVC free
PVC-frei
Sans PVC
Sin PVC
PVC-vrij

Direct HF weldability
Direkte HF-Verschweißbarkeit
Soudabilité HF directe
Soldabilidad directa HF
Directe HF-verlasbaarheid


