
Wide range of tents

B8186  //  B8149  // B8122  //   
 B8103  //  B8120  //  B8195  //  
B8196  //  B8288

Tents

UV and weather 
resistant

Flame retardant 
stage cover 
(bicolor and 

non-reflective)

Low wick options Low emissivity 
option



B8149
Bicolor stage cover // Zweifarbige  
Bühnenabdeckung // Couverture de scène 
bicolore // Lona para escenarios bicolor //  
Bicolor podiumdoek

B8122
Silver top stage cover // Bühnenabdeckung 
- Oberseite Silber // Couverture de scène - 
dessus argenté // Lona para escenarios - cara 
superior plata // Podiumdoek - top zilver

B8186
Dual lacquer finish // Doppellackierung // 
Double finition laquée // Doble capa de 
laca// Dubbele lakafwerking

7999
    250 cm

7902
    250 cm

7501
    300 cm  



 B8103
Standard tent // Zelt Standard //  
Tente standard // Carpa estándar //  
Standaard tent 1021 - RAL 1021

 250 cm

1932 

 250 cm

5029 

 250 cm

7500 - RAL 9006

 250 cm

3016 

 250 cm

7249 NEW

 250 cm

7244 - RAL 7043

 250 cm

1927 NEW

 250 cm

9909 

 250 cm, 300 cm 

6001 

 250 cm

5007 

 250 cm

7330 NEW

 250 cm

7999 

 250 cm

7001 

 250 cm

Other colours on request // Andere Farben auf Anfrage // Autres coloris sur demande //
 Otros colores bajo pedido // Andere kleuren op aanvraag



On request
Auf Anfrage // Sur demande // Bajo pedido // 
Op verzoek

On request
Auf Anfrage // Sur demande // Bajo pedido // 
Op verzoek

9909
    250 cm, 300 cm

B8195
Low emissivity (Low E)  // Niedriger  
Emissionsgrad // Basse émissivité // 
Baja emisividad // Lage emissiviteit  

B8196
Low wick

B8288
Block out // Super undurchsichtig 
// Super opaque // Super opaco // 
Super opaak

Other colours on request // Andere Farben auf Anfrage // Autres coloris sur demande //
 Otros colores bajo pedido // Andere kleuren op aanvraag



3986
    218 cm

5981
    218 cm

6982
    218 cm

7991
    218 cm

Other colours on request // Andere Farben auf Anfrage // Autres coloris sur demande //
 Otros colores bajo pedido // Andere kleuren op aanvraag

B8120
Striped // Gestreift // Rayé // Rayado // Gestreept



Layered membrane 

• Highly protective lacquer 

• Highly protective lacquer

• 2nd layer FR PVC coating  

• 1st layer FR PVC coating 

• High tenacity polyester fabric 

• 1st layer FR PVC Coating 

• 2nd layer FR PVC Coating 

• Highly protective lacquer 

UV and weather resistant
UV- und witterungsbeständig
Résistant aux UV et aux intempéries
Resistente a los UV y a la intemperie
UV- en weersbestendig

Low emissivity option
Niedrige Emissionsoption
Option basse émissivité
Opción de baja emisividad
Optie lage emissiviteit

Low wick options
Low wick Optionen
Options low wick
Opciónes low wick
Low wick opties

Flame retardant stage cover 
(bicolor and non-reflective)
Flammhemmende  Bühnenabdecking 
(bicolor und nicht reflektierend)
Couverture de scène ignifuge 
(bicolor and non-réfléchissante)
Lona para escenarios ignífuga 
(bicolor y antireflectante)
Vlamvertragend podiumdoek 
(bicolor & niet-reflecterend)

Vorteile // Avantages // Ventajas // Voordelen

Advantages
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Technical specifications
 Technische Daten   //  Données techniques   //  Datos técnicos   //  Technische specificaties

B8186
Dual lacquer 

finish

B8149
Bicolor  

stage cover

B8122
Silver top 

stage cover

B8103
Standard tent

B8120
Striped

B8195
Low  

emissivity

B8196
Low wick

B8288
Block out

Total Weight - ISO 2286/2:2016
Gesamtgewicht // Poids total //   
Peso total // Totaal gewicht

650 g/m2 850 g/m2 680 g/m2 650 g/m2  670 g/m2  610 g/m2  650 g/m2  800 g/m2 

Composition
Zusammensetzung // Composition //  
Composición // Samenstelling 

PES + PVC

Fabric (Warp / Weft)
DIN ISO 2060:1994
Gewebe // Tissu // Tejido // Weefsel

PES, 1100 dtex
PES, 1100 dtex

Lacquering
Lackierung // Laquage //  
Tipo lacado // Lacquering

Top: dull               
Bottom: glossy

Top: glossy      
Bottom: glossy

Top: glossy       
Bottom: dull

 Top: glossy
Bottom: glossy

 Top: glossy
Bottom: glossy

Top: dull
Bottom: Low-E

 Top: glossy
Bottom: glossy

 Top: glossy
Bottom: glossy

Breaking Strength (Warp / Weft)
ISO 1421/1:2016
Höchstzugkraft // Résistance rupture 
// Resistencia a la tracción //  
Treksterkte

 2500 N/5cm                
2500  N/5cm

2500 N/5cm            
2300 N/5cm

2500N/5cm    
2300 N/5cm

 2500 N/5cm
 2500 N/5cm

 2500 N/5cm 
 2500 N/5cm

 2500 N/5cm 
 2300 N/5cm

 2500 N/5cm 
 2300 N/5cm

 2500 N/5cm 
 2500 N/5cm

Tear Strength (Warp / Weft)
DIN 53363:2003 
Weiterreisskraft // Résistance à la 
déchirure // Resistencia al desgarro // 
Scheurweerstand

270 N                              
270 N

250 N                         
200N

250 N                         
200N

 270 N 
 270 N

 270 N 
 270 N

 270 N 
 270 N

 270 N 
 270 N

 270 N 
 270 N

Adhesion  - ISO 2411:2017
Haftung // Adhérence //  
Adhesión // Hechting

 100 N/5cm  100 N/5cm  100 N/5cm  100 N/5cm  100 N/5cm  90 N/5cm  100 N/5cm  100 N/5cm

Emissivity 
Emissionsgrad // Émissivité //  
Emisividad // Emissiviteit

- - - - -  back side 0,34 
max - -

Temperature resistance
EN 1876/1 :1998
Temperaturbeständigkeit // Tenue à la 
température // Resistencia térmica // 
Temperatuurbestendigheid

-40/+70°C

Light Fastness -  ISO 105 B02:2014
Lichtechtheid // Tenue à la lumière //  
Solidez color // Lichtechtheit

 7-8

Fire Behaviour
Brennverhalten // Reaction au feu // 
Resistencia al fuego // Brandgedrag
M2 (NF P 92-507:2004) 
B1 (DIN 4102-1:1998)
 ADR Cl. II  (UNI 8456 - 9174 )

M2
B1

M2 M2 
B1

 M2
 B1

 M2  
 B1

 M2 
B1

 ADR Cl. II

 M2
 B1

 M2  
 B1

Reaction to Fire - EN 13501-1:2018
Reaktion auf Feuer // Réaction au feu //  
Reacción al fuego // Reactie op vuur

B-s2,d0

your guide to coated fabrics

Go to sioline.com for more information. 
 Fabriekstraat 23 - 8850 Ardooie - Belgium   
+32 (0) 51 740 900 - info@sioline.com - sioline.com

 All our technical characteristics are indicative. Please note that all information given in this document is 
intended to be useful and informative and is correct to the best of our knowledge at time of print. No liability can 
be accepted for inaccuracies or omissions. All Sioline products comply with the Reach Regulation 1907/2006/CE.  
Last modified: 4 maart 2024 4:31 p.m..

Produced in Belgium & France in ISO 9001:2015 certified plants

Registration, 
Evaluation, 
Authorization  
and restriction 
of CHemicals

Recyclable fabric 
Recycelbare Textilien 
Textiles recyclables
Productos reciclables 
Recycleerbaar textiel

Slitting (width) on request
Schneiden (Breite) auf Anfrage
Tronçonnage (largeur) sur demande
Cortar (ancho) bajo pedido
Snijden (breedte) op aanvraag

Sustainable options available
Nachhaltige Optionen verfügbar
Options durables disponibles
Opciones sostenibles disponibles
Duurzame opties beschikbaar


