
Fabric High tenacity polyester 100 % PES / 1670 dtex

Total weight ISO 3801 680 g/m 20.05 oz/yd²²

Characteristics Anti mould, UV-protected, double side, high 
quality fire retardant PVC coating

ABUV

Coating PVC

Lacquering 1/1

Embossing Matte

Breaking strength Warp EN ISO 1421 4100 N/5cm

Breaking strength Weft EN ISO 1421 3700 N/5cm

Tear strength Warp DIN 53363 750 N

Tear strength Weft DIN 53363 800 N

Adhesion EN ISO 2411 110 N/5cm

Temperature resistance EN 1876-2 -30/+70 °C

Light fastness (Except white) ISO 105 B02 : 2014 7-8

Fire behaviour_US NFPA 701 COMPLIANT

Fire behaviour_US ASTM E84-21 Class 1-A

Application -> Tent&TA/ArcMembrane

Openness Factor   DIN 5036 30%

Go to www.sioen.com for more information.
Sioen Industries - Fabriekstraat 23, B-8850 Ardooie - Belgium
Tel: +32(0)51 740 900 - info@sioen.com
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Thickness 1 mm

Metric Imperial

DIN 5084 39.4 mil

468 lbf/in

423 lbf/in

169 lbf

180 lbf

12.6 lbf/in


