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The worldwide market reference

B6000  //  P6825

Side Curtains
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primable - Imprimible - Bedrukbaar

Widest colour 
range worldwide

Printable options Extremely 
flexible

Highly protective 
top lacquer





9917 

	  300 cm

 P6825
Print quality side curtain – glossy // Druckqualität Lkw-Vorhänge – hochglanz // Qualité print rideaux de camion –  
brillant // Calidad de impresión lonas de camión – brillante // Printkwaliteit schuifgordijnen - glanzend



Other colours on request // Andere Farben auf Anfrage // Autres coloris sur demande //
 Otros colores bajo pedido // Andere kleuren op aanvraag

 B6000

1001 

	 300 cm

1003 - RAL 1014

	 300 cm

1018 - RAL 1018

	 300 cm

1021 - RAL 1021

	 300 cm

3001 

	 300 cm

1024 - RAL 1003

	 300 cm

3002 

	 300 cm

1025 

	 300 cm

1059 - RAL 1032

	 300 cm

1622 

	 300 cm

1623 

	 300 cm

3015 - RAL 3002

	 300 cm, 320 cm

3021 - RAL 2008

	 300 cm

3016 

	 300 cm

3056 

	 300 cm

3017 

	 300 cm

3057 - RAL 4007

	 300 cm

3018 

	 300 cm

Market reference // Marktreferenz // Référence du marché // Referencia del mercado // Marktreferentie



3105 

	 300 cm

5001 

	 300 cm

5003 - RAL 5012

	 300 cm

5004 - RAL 5013

	 300 cm

5007 

	 300 cm

5020 

	 300 cm

5023 

	 300 cm

5025 

	 300 cm

5026 

	 300 cm

5027 

	 300 cm

5028 

	 300 cm

5029 

	 300 cm

5030 

	 300 cm

5031 - RAL 5010 NEW

	 300 cm, 320 cm

5032 

	 300 cm

5033 

	 300 cm

5061 

	 300 cm

5063 - RAL 5002

	 300 cm

5104 - RAL 5011

	 300 cm

5158 

	 300 cm

6001 

	 300 cm

6002 - RAL 6001

	 300 cm

6027 - RAL 6018

	 300 cm

6028 - RAL 6005

	 300 cm

6036 

	 300 cm

6037 

	 300 cm

6038 

	 300 cm

6039 

	 300 cm

7001 

	 300 cm

7002 - RAL 7035

	 300 cm

7003 NEW

	 300 cm, 320 cm

7024 

	 300 cm

7060 

	 300 cm

7071 

	 300 cm

7166 - RAL 7038

	 300 cm

7179 

	 300 cm

7185 - RAL 7016 NEW

	 300 cm

7244 - RAL 7043

	 300 cm

7340 

	 300 cm

7500 - RAL 9006

	 300 cm, 320 cm

7999 NEW

	 300 cm, 320 cm

8020 - RAL 8017

	 300 cm

9013 - RAL 9010

	 300 cm

9002 

	 285 cm, 300 cm,

	 320 cm



Colour
Farbe // 
Coloris // 
Color // Kleur

Code
Código

RAL Width
Breite // Largeur // 
Anchura // Breedte

Roll length
Länge der Rolle // Longueur 
du rouleau // Longitud del 
rollo // rollengte

1001 300 cm 30 m; 58 m; 224 m

1003 RAL 1014 300 cm 30 m; 58 m; 224 m

1018 RAL 1018 300 cm 58 m

1021 RAL 1021 300 cm 58 m; 224 m

1024 RAL 1003 300 cm 58 m; 224 m

1025 300 cm 58 m; 224 m

1059 RAL 1032 300 cm 58 m; 224 m

1622 300 cm 58 m

1623 300 cm 58 m; 224 m

3001 300 cm 30 m; 58 m; 224 m

3002 300 cm 58 m; 224 m

3015 RAL 3002 300 cm 58 m; 224 m

3015 RAL 3002 320 cm 224 m

3016 300 cm 58 m; 224 m

3017 300 cm 58 m; 224 m

3018 300 cm 58 m; 224 m

3021 RAL 2008 300 cm 58 m; 224 m

3056 300 cm 30 m; 58 m

3057 RAL 4007 300 cm 58 m

3105 300 cm 58 m

5001 300 cm 30 m; 58 m; 224 m

5003 RAL 5012 300 cm 30 m; 58 m; 224 m

5004 RAL 5013 300 cm 58 m; 224 m

5007 300 cm 58 m; 224 m

5020 300 cm 58 m; 224 m

5023 300 cm 58 m; 224 m

5025 300 cm 58 m

5026 300 cm 58 m; 224 m

5027 300 cm 58 m; 224 m

5028 300 cm 58 m; 224 m

5029 300 cm 58 m; 224 m

5030 300 cm 58 m; 224 m

5031 RAL 5010 300 cm 58 m; 224 m

5031 RAL 5010 320 cm 58 m; 224 m

5032 300 cm 58 m; 224 m

Colour
Farbe // 
Coloris // 
Color // Kleur

Code
Código

RAL Width
Breite // Largeur // 
Anchura // Breedte

Roll length
Länge der Rolle // Longueur 
du rouleau // Longitud del 
rollo // rollengte

5033 300 cm 30 m; 58 m

5061 300 cm 58 m; 224 m

5063 RAL 5002 300 cm 58 m; 224 m

5104 RAL 5011 300 cm 58 m

5158 300 cm 58 m; 224 m

6001 300 cm 30 m; 58 m; 224 m

6002 RAL 6001 300 cm 58 m; 224 m

6027 RAL 6018 300 cm 30 m; 58 m; 224 m

6028 RAL 6005 300 cm 58 m; 224 m

6036 300 cm 58 m; 224 m

6037 300 cm 58 m; 224 m

6038 300 cm 58 m; 224 m

6039 300 cm 58 m; 224 m

7001 300 cm 58 m

7002 RAL 7035 300 cm 58 m; 224 m

7003 300 cm 30 m; 58 m; 224 m

7003 320 cm 58 m; 224 m

7024 300 cm 30 m; 58 m; 224 m

7060 300 cm 58 m; 224 m

7071 300 cm 58 m; 224 m

7166 RAL 7038 300 cm 58 m

7179 300 cm 58 m

7185 RAL 7016 300 cm 58 m; 224 m

7244 RAL 7043 300 cm 58 m

7340 300 cm 58 m

7500 RAL 9006 300 cm 30 m; 58 m; 224 m

7500 RAL 9006 320 cm 58 m; 224 m

7999 300 cm 30 m; 58 m; 224 m

7999 320cm 58 m; 224 m

8020 RAL 8017 300 cm 58 m

9002 285 cm 58 m

9002 300 cm 30 m; 58 m; 224 m

9002 320 cm 58 m; 224 m

9013 RAL 9010 300 cm 58 m; 224 m

Available width / length for B6000

Slitting on request // Schneiden auf Anfrage // TronÇonnage sur demande // Cortar bajo pedido // 
Snijden op aanvraag

Verfügbare Breiten & Längen // Largeurs et longueurs disponibles // Anchuras y longitudes disponibles //  
Beschikbare breedtes & lengtes 



Widest colour range worldwide
Grösste Farbpalette weltweit
La plus grande gamme de 
couleurs mondiale
Mayor gama de colores del mundo
Grootste kleurenpallet wereldwijd

Highly protective top lacquer
Hockeffektive Decklackschicht
Couche de vernis de finition de 
haute protection
Laca con mayor protección
Toplak met hoge bescherming

Extremely flexible
Extrem flexibel
Extrêment flexible
Muy flexible
Extreem flexibel

Printable options
Bedruckbare Optionen
Options imprimables
Opciones imprimibles
Bedrukbare opties

Ink-receptive lacquer
The printable Panama has an ink-receptive lacquer and 
remains beautiful. Gloss quality (P6825) is available as 
standard. Block out version on demand.

Die bedruckbare Panama hat einen tintenaufnehmenden 
Lack und bleibt schön. Eine glänzende Qualität (P6825) ist 
verfügbar in unserer Standardkollektion. Block out Version 
auf Anfrage. 

Le Panama imprimable a un vernis réceptif à l’encre et 
reste beau. Une qualité brillante (P6825) est disponible dans 
notre collection standard. Version block out sur demande.

El imprimible Panamá tiene una laca receptiva a la tinta, 
para un mejor acabado. Una calidad brillante (P6825) está 
disponible en nuestra gama estándar. Versión opaca  
bajo pedido. 

De bedrukbare Panama heeft een inktabsorberend vernis en 
blijft mooi. Een glanzende kwaliteit (P6825) is beschikbaar in 
onze standaardcollectie. Block out versie op aanvraag. 

Advantages
Vorteile  //  Avantages  //  Ventajas  //  Voordelen
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your guide to coated fabrics

Go to sioline.com for more information. 
 Fabriekstraat 23 - 8850 Ardooie - Belgium   
+32 (0) 51 740 900 - info@sioline.com - sioline.com

 All our technical characteristics are indicative. Please note that all information given in this document is 
intended to be useful and informative and is correct to the best of our knowledge at time of print. No liability can 
be accepted for inaccuracies or omissions. All Sioline products comply with the Reach Regulation 1907/2006/CE.  
Last modified: 3 februari 2026 12:06 p.m..

Produced in Belgium & France in ISO 9001:2015 certified plants

Side Curtains
transport
& railways

Registration, 
Evaluation, 
Authorization  
and restriction 
of CHemicals

Recyclable fabric 
Recycelbare Textilien 
Textiles recyclables
Productos reciclables 
Recycleerbaar textiel

Slitting (width) on request
Schneiden (Breite) auf Anfrage
Tronçonnage (largeur) sur demande
Cortar (ancho) bajo pedido
Snijden (breedte) op aanvraag

Sustainable options available
Nachhaltige Optionen verfügbar
Options durables disponibles
Opciones sostenibles disponibles
Duurzame opties beschikbaar

Technische Daten  //  Données techniques  //  Datos técnicos  //  Technische specificaties

B6000
Market reference

P6825
Print quality side curtain - glossy

Total Weight - ISO 2286/2:2016
Gesamtgewicht // Poids total //   
Peso total // Totaal gewicht

 900 g/m2

Composition
Zusammensetzung // Composition // 
Composición // Samenstelling 

  PES + PVC

Fabric (Warp / Weft) - DIN ISO 2060:1994
Gewebe // Tissu // Tejido // Weefsel

 PES, 1100 dtex
PES, 1100 dtex

Lacquering
Lackierung // Laquage //  
Tipo lacado // Lacquering

 Top: glossy
Back: glossy

Breaking Strength (Warp / Weft) - ISO 1421/1:2016
Höchstzugkraft // Résistance rupture //  
Resistencia a la tracción // Treksterkte

 4000 N/5cm
 4000 N/5cm

Tear Strength (Warp / Weft) - DIN 53363:2003 
Weiterreisskraft // Résistance à la déchirure //  
Resistencia al desgarro // Scheurweerstand

 600 N
500 N

Adhesion  - ISO 2411:2017
Haftung // Adhérence // Adhesión // Hechting  100 N/5cm

Temperature resistance - EN 1876/1 :1998
Temperaturbeständigkeit // Tenue à la température // 
Resistencia térmica // Temperatuurbestendigheid

 -40/+70 °C

Light Fastness -  ISO 105 B02:2014
Lichtechtheid // Tenue à la lumière //  
Solidez color // Lichtechtheit

 7-8

Fire Behaviour - ISO 3795:1989
Brennverhalten // Reaction au feu //   
Resistencia al fuego // Brandgedrag

< 100 mm/min

Technical specifications


